SightLight 

QUICK START GUIDE 



Thank you for purchasing the Griffin SightLight. Getting started is easy. 
If you haven't done so already, follow the instructions in your iSight manual, 
assemble the iSight, and verify that it's working properly with iChat AV 
(available at www.apple.com/ichat). 

SIGHTLIGHT INSTALLATION 

Q Disconnect your iSight and its FireWire cable completely 

0 Slide the SightLight onto the iSight barrel from the rear (the end with the 
Apple logo), making sure the SightLight lens is facing forward. 

© Slowly and gently push the SightLight forward onto the iSight, until the 
front of the SightLight is just behind the iSight's front rotating lens. 

Q Thread SightLight's male FireWire cable through Apple's iSight mount, and 
assemble the Apple cable adapter clamps as before. Connect this cable assembly 
to the bottom of the iSight until you hear it click in place. 

^) Connect the FireWire cable from your computer to the FireWire input jack 
on the SightLight. Your SightLight and iSight are now ready to go. 



SIGHTLIGHT OPERATION 



The SightLight is controlled by a 3 position slider, located on its side. 
• ON (FULL) -full brightness 

O ON (AUTO) - automatically adjusts to the available light in the room 
- OFF - SightLight illumination off 

Although they share a cable and connect seamlessly, the iSight can still function 
separately from the SightLight when necessary. 

SIGHTLIGHT REMOVAL 

Q Disconnect the FireWire cable from the SightLight's FireWire input 

Q Remove the Apple cable adapter clamps from the bottom of the iSight and 
slide SightLight's FireWire cable from the iSight mount. 

Q Gently and slowly pull the SightLight towards the rear of the iSight (a slight 
rocking motion may help) until it clears the back of the barrel. The SightLight has 
rubber pads gripping the iSight, so take your time and don't force it. 
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